
HDD-2TX1FX / HXD-2TX1FX series  
ETHERNET SWITCH 

 

·  3 port Ethernet mini switch :  
2 x 10/100Base-TX port  
1 x 100Base-FX optical port  

 
 
More information : 

www.ifotec.com 
 
 

 

 

 

 
 
 
 
 
 
       
 
 
              
              
              
              
              
              
              
              
              
              
              
              
              
              
              
              
              
              
              
             
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 

¨̈̈    DDEESSCCRRIIPPTTIIOONN  ::     
  
The IFOTEC mini switch allows to offer 2 Ethernet ports in an 
environnement field and in reduced dimensions.  
 
This equipment has been designed specifically for : 

···    IP camera extension 
···    IP equipment extension 

 
Upon request, fixed VLANs can be configured in our premises  for 
a perfect intégration of the switch in the Network. 
This operation ensures an excellent ratio security /price. 
 
The modules are available in stand-alone housing. Rail DIN 
mounting upon request. 
 
Product partner : HXD-2CH (Cf.  HDD-HXD-Ethernet data sheet) 
  
 

¨̈̈    FFUUNNCCTTIIOONN  
 
···    Ethernet mini switch for the collection of 1 or 2 

IP equipment. 
 
···    Signals transmission over one ot two optical 

fibres, even in an electronically disturbed 
environment, up to 5 km over multimode fibre 
and 50 km over singlemode fibre. 

  
¨̈̈    MMAAIINN  FFEEAATTUURREESS  
 
···    Small dimensions 
 
···    Plug and Play equipement  

 
···    No installation and operation adjustments,  the 

modules are  delivered with a pre-defined 
configuration programmed in factory  

 
···    Place of production and after sales service : 

Voiron (France) 
 

···    Product warranty : 3 years 
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···    Typical part number: 

 
HXDS 318 11A-2TX1FX 
 Ethernet Switch 2 X 10/100Base-TX +  
1X100Base-FX- Stand alone housing –  
9-15VDC 
 

* Pour toutes les références reportez-vous au 
tableau final. 

 

Contact :  
IFOTEC – BP 247 – 38507 VOIRON 
Tel :  + 33 (0) 476 67 53 53  
Fax : + 33 (0) 476 67 53 99 
WebSite  : www.ifotec.com 
E-Mail  : contact@ifotec.com 

 

 

 

 

Exemple of  configuration  : point to  point  over a single optical  fibre 
optique  

  

 

 
Rail DIN mounting 

Non-contractual photos 
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 Ethernet Interfaces 
10/100Base-T ports Port optique  
Standard 
Number of interface 
Half/Full duplex configuration 
Ethernet 10/100 configuration 
Crossing line by port  
Length limit 

IEEE 802.3 
2 ports  
auto-negociated 
auto-negociated  
Auto MDI/MDIX 
100 m over cable category 5 

Number of port 
Configuration duplex  
Ethernet rate 
 
 

1 port  
Full duplex 
100 Mb/s 
 

Switch specifications  
Buffer storage 637 Kbits : transmission without contention at maximum rate 
Table of MAC addresses up to 2048 adresses 
Flow control according to 802.3x standard  

Optical specifications 
Number of fibre 2 FO 1 FO 

Series HDDS HXDM HXDS 
Optical fibre (µm) 
Minimum optical power  
Budget optique 
Distance* 

Singlemode (9/125) 
-11 dBm 

22 dB 
50 Km 

Multimode (62.5/125 et 50/125) 
-11 dBm 

19 dB 
5 Km** 

Singlemode (9/125) 
- 11 dBm 

19 dB 
30 Km 

* Can change with the fibre type and the network, distance may also be limited because of the bandwidth . For the singlemode HXDS, the distance depends on the type of 
optical transmitter which this HXDS is connected. 
** Distance for  multimode fibre of pass band >500Mhzxkm @1310nm 

Indicators 
¨̈̈    Laser : laser actif 
¨̈̈    Folink : Ethernet link and traffic indicator on the optical port 

¨̈̈    Link/Act (x2) : Ethernet link and traffic indicator on the 
Ethernet port  

Connectors & power supply 
Optical connector  : SC/PC  
Ethernet connecteur : RJ45 
Power connecteur : Power supply fixed connector diam. 2,1mm 

Power supply : 9 to 15 VDC  
Max. consumption : 250mA @12VDC  
Power supply 230 VAC : external power converter 230VAC-12VDC,  
(Réf.  FCAS 210 10A-J)  

Housing Environment  
Boîtier individuel : 80 x 70 x 30 mm 
Option montage du boîtier en Rail DIN : nous consulter SVP 
 

Operating temperature : - 20 ; + 70°C  
Storage temperature : -40 ; + 85°C  
Relative humidity : 0 to 85 % (non condensing) 
Conformal coating option : 0 to 95%. Please add the suffix -C in  the end of 
codification 

 

 
 
 
 
Part numbers :  

 
For different optical configurations, please consul t us.  

 
 

References Power supply Applications Connection  

HDDS 318 11A-2TX1FX 9-15 VDC Over 2 singlemode fibres up to 50 Km SC/PC 

HXDM 313 11A-2TX1FX 9-15 VDC Over 1 multimode fibre up to 5 Km SC/PC 

HXDS 318 11A-2TX1FX 9-15 VDC Over 1 singlemode fibre up to 30 Km SC/PC 

In line with the company policy of continuous improvement, product specifications are subject to change without prior notice 
 


