
 FCAS 210 100 

 

·  External wall plug-in converter   12 VDC-230 VAC 
 

 
 

More 
information : 

www.ifotec.com 
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 ¨̈̈    FFUUNNCCTTIIOONN  

  
···    Power supplied by 230 VAC 
 
 
¨̈̈    MMAAIINN  FFEEAATTUURREESS  
  
···    Switch-mode power supply 
 
···    Regulated 
 
···    Wall plug-in type : 
 
�  Wide range input voltage 100VAC-240VAC 
�  Input frequency 50Hz to 60Hz 
�  Output voltage 12VDC, 700 mA 
 
···    Output protection against overloads and  short-

circuits 
 
···    Output cord length 2 m 
 
···    Stripped external wires  
�  Black and red wire for + 12V 
�  White wire for 0V 
 
···    Standards : EN 55011, 55014, 55022/B –  
      EN 61000-4-2/B, 61000-4-3/A, 61000-4-4/B, 
      61000-4-5/B, 61000-4-6/A, 61000-4-11/B  
 
···    Operating temperature : 0 ; + 40°C 

Storage temperature : - 40 ; + 70°C 
 
 
···    Production place and after sales service : 

Voiron (France) 
 
···    Product warranty : 1 year 
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Contact :  
IFOTEC – BP 247 – 38507 VOIRON 
Tel :  + 33 (0) 476 67 53 53  
Fax : + 33 (0) 476 67 53 99 
Web site  : www.ifotec.com 
E-Mail  : contact@ifotec.com 

In line with the company policy of continuous improvement, product specifications are subject to change without prior notice 

DDEESSCCRRIIPPTTIIOONN  ::   
 
The external converter enables to power IFOTEC’s 
optical transmission equipment with 230 VAC. 
 
These converters can be used with IFOTEC’s 
products range in stand-alone housing format or 
miniature housing and 19’’1U rack. 
 
 
These converters are wall plug-in devices. 
 

           L = 92 mm 

H = 42 mm 

w = 29 mm 


